
*Conditions apply. 

Your dream floor at 
real world prices

*

LAMINATE Moray

*Conditions apply. 

High performance European flooring
with a waterproof surface

*



The patterns shown in small swatch samples are not fully representative of all the different nuances within each flooring 
design. For a representative view of the bevels and surface structure, we recommend to look at the bigger samples 
available at your local Flooring Xtra store.

PRODUCT SPECIFICATION STANDARD MORAY SPECIFICATION

Thickness 8mm

Width EN ISO 24346 192mm

Length EN ISO 24340 1261mm

Panels per pack EN ISO 10874 9

m2 per pack 2.179m2

Weight per pack 15.862kg

Tongue & groove system Uniclic

Usage class 32

Warranty Domestic use warranty (see inst. 
instructions) 20 years

Wet area warranty (see inst. 
instructions) 3 years 

PHYSICAL PROPERTY TEST METHOD MORAY SPECIFICATION

Taber-wear resistance EN 13329 ≥ 4000

Wear Class EN 13329 AC4

Fire classification AS/ISO 9239.1-2003 CHF 5kW/m2 Smoke 10

Slip resistance AS4586 P2

Impact resistance EN 13329 ≥ 12N (Small ball)

Thermal resistance M2.Kw = 0.1

Formaldehyhde emission EN 717-1 E1


