
*Conditions apply. 

Your dream floor at 
real world prices

*
*Conditions apply. 

High performance European flooring
with a waterproof surface

*

HYBRID Merseyside Classic

*Conditions apply. 

Modern, durable & waterproof
hybrid flooring

*



The patterns shown in small swatch samples are not fully representative of all the different nuances within each 
flooring design. For a representative view of the bevels and surface structure, we recommend to look at the bigger 
samples available at your local Flooring Xtra store.

PRODUCT SPECIFICATION STANDARD MERSEYSIDE SPECIFICATION

Vinyl Category SPC plank

Dimensions 1500 x 180mm

Total Thickness EN ISO 24346 6mm

Wear Layer Thickness EN ISO 24340 0.50mm

Usage Class EN ISO 10874 Class 33 - AC5

Pack Size 1.62m2 (6 planks)

Pack Weight 16.5kg

Pallet Size 84.24m2 (52 packs)

Pallet Weight 890kg

Density EN 436 2000kg/m3

Surface Treatment UV (anti-bacterial)

PHYSICAL PROPERTY TEST METHOD MERSEYSIDE SPECIFICATION

Dimensional Stability EN ISO 23999 ≤0.25%

Profile Strength ISO 24334   ≥5kN

Castor Chair Resistance EN ISO 4918 No damage

Curling after Exposure to Heat EN ISO 23999 ≤1mm

Squareness & Straightness EN 16511
≤400mm: ≤0.25mm

≥400mm: ≥0.35mm

Residual Indentation EN ISO 24343-1 ≤0.1mm

Light Fastness EN ISO 105-B02 ≥6

Impact Sound Reduction EN ISO 140-7 6 star

Slip Resistance AS/NZS4586 2004 P3

Abrasion Group EN 660-2 / EN 16511 Group T / AC5 (0.50)

Peel Resistance EN ISO 24345 60N/50mm

Fire Resistance AS/ISO 9239.1-2003 9.4 kW/m2

Thermal Resistance EN 12667 0.017 (m2K)/W

Electric Behavior EN 1815 ≤2KV

Indoor Air Quality Low VOC (IAC GOLD certified)

Plasticizer Ortho-phthalate free

Residential Warranty Domestic use 20 year wear warranty

Commercial Warranty Commercial use Up to 15 years upon request


